APR-25-2005 12:27 PM NICK BROMER 717426J664 



Attorney docket TA1W 180 

INTHESPFriFir A TI^ 

Paragraphs starting at page 2, line 19: 

The driven section may [(be]] include an aperture. The pulling lever includes a bar type 
driving section corresponding to the aperture. When the pulling lever is pivotally turned, the 
driving section enters the aperture to drive and move the driven section nfth* elastic slice close 
to the surface of the interface card without latching onto the server case. 

In another embodiment, the driven section may [[be]] include an inverse folding section 
formed on the elastic slice. The pulling lever has a distal end spaced from the pivotal location at 
a distance greater than the distance between the lower edge of the pulling lever and the pivotal 
location. Thus when the pulling lever is pivotally turned, the driven section nf fh* elastic slice is 
driven close to the surface of the interface card without latching onto the server case. 



Paragraph starting in the last line on page 3: 

The unlatching structure of the invention includes an elastic slice 1 1, a pulling lever 12 
and an opening 21. The elastic slice 11 is located on one side of the interface card lOand juts out 
from the surface of the interface card 10 in normal conditions for latching the interface card 10 
on the server case 20. The elastic slice 1 1 includes a latch section 1 1 1, holes 1 12 and a driven 
section. The latch section 1 1 1 protrudes from the surface of the elastic slice 1 1 for latching the 
interface card 10 on the server case 20. The holes 1 12 enable fastening elements to pass through 
to fasten the elastic slice 1 1 to one side of the interface card 10. The driven section [[is]] in£lu4g§ 

an aperture 1 13a and portions gf the elastic slice 1 1 which are no t held immnhils bv the Wninp 
elements and which can move . 
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Paragraph at page 5, line 8: 

The unlatching structure of the invention includes an elastic slice 1 1, a pulling lever 12 
and an opening 21 . The elastic slice 1 1 is located on one side of the interface card 10 and juts out 
from the surface of the interface card 10 in normal conditions for latching the interface card 10 on 
the server case 20. The elastic slice 1 1 includes a latch section 111, holes 1 12 and a driven 
section. The latch section 1 1 1 protrudes from the surface of the elastic slice 1 1 for latching the 
interface card 10 on the server case 20. The holes 112 enable fastening elements to pass through 
to fasten the elastic slice 1 1 to one side of the interface card 10, The driven section [[is]] includes 
an inverse folding section 1 13b formed on one end of the elastic slice 1 1. 
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